
RollingStream™

Media Console MC2008

IPTV SET TOP BOX 
DELIVERS INTERACTIVE ENTERTAINMENT ON DEMAND SERVICES 
OVER EXISTING XDSL & FTTX NETWORK INFRASTRUCTURES

UTStarcom’s MC2008 Media Console is an intelligent, and easily managed platform that

enables broadband IP operators to deliver a wide variety of interactive services including

broadcast TV, time-shift TV, Video On Demand (VOD), and video telephony.

KEY BENEFITS

Future proof intelligent platform. Designed with a software-codec architecture, 

the MC2008 is able to intelligently distinguish received video formats and support

multiple codecs (MPEG-2, MPEG-4 and Windows Media Series 9) on the same

platform. As technology evolves, new codecs may be added via software upgrades.

Cost-saving upgrade path. System software and codec upgrades are achieved

entirely by remote software upgrade, requiring no on-site hardware swap-out.

Intuitive and personalized user interface. The embedded Electronic Programming

Guide (EPG) provides a fl exible interface for consumers to pause and rewind live TV,

order previously broadcasted programs without pre-recording, restrict viewing access

with Parental Control, and confi gure personalized TV settings.

Multi-Application Support. The encoding capability of MC2008 enables advanced

applications such as videophone and video conferencing to be supported on the 

same platform.

APPLICATIONS:

• BROADCAST TV

• TIME-SHIFT TV
 (NETWORK PVR)

• VIDEO ON DEMAND

•  VIDEO PHONE AN
 CONFERENCING

KEY FEATURES:

•  MULTIPLE CODEC SUPPORT: 
 MPEG-1,MPEG-2, MPEG-4
 AND WINDOWS MEDIA
 SERIES 9

•  SYSTEM SOFTWARE AND  
 CODECS ENTIRELY SOFTWARE
 UPGRADEABLE, ELIMINATING  
 COSTLY HARDWARE 
 SWAP-OUT

•  POWERFUL MEDIA PROCESSOR  
 CAPABLE OF BOTH DECODING
 AND ENCODING

•  ADVANCED SECURITY WITH  
 DRM SUPPORT FOR LIVE TV  
 AND VOD ENCRYPTION

•  INTUITIVE ELECTRONIC
 PROGRAMMING GUIDE
 (EPG) WITH PARENTAL
 CONTROL FEATURES

• HTML BROWSER SUPPORTING
 MULTIPLE LANGUAGES

Global
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Technical Specifi cations

Please note the information contained herein is for informational purposes only.  Technical claims listed depend on a series of technical assumptions. Your experience with these products may differ 
if you operate the products in an environment, which is different from the technical assumptions. UTStarcom reserves the right to modify these specifi cations without prior notice.  UTStarcom
makes no warranties, express or implied, on the information contained in this document.

About UTStarcom, Inc.
UTStarcom is a global leader in IP-based, end-to-end networking solutions and international service and support. The company sells its broadband, wireless, 
and handset solutions to operators in both emerging and established telecommunications markets around the world. UTStarcom enables its customers to 
rapidly deploy revenue-generating access services using their existing infrastructure, while providing a migration path to cost-effi cient, end-to-end IP networks. 
Founded in 1991 and headquartered in Alameda, California, the company has research and design operations in the United States, China, Korea and India. 
UTStarcom is a FORTUNE 1000 company. For more information about UTStarcom, visit the company’s Web site at www.utstar.com

Copyright © 2006 UTStarcom, Inc. All Rights Reserved. UTStarcom is a registered trademark, and the UTStarcom logo, RollingStream, and A World of Better 
Communication are trademarks of UTStarcom, Inc. and its subsidiaries.  
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SOFTWARE

Video Codec    MPEG-2, MPEG-4, Windows Media Series 9MPEG-2, MPEG-4, Windows Media Series 9
     Multiple codecs supported on the same platformMultiple codecs supported on the same platform

Audio Codec    MP2, MP3, ACC, AC-3 (5:1 Surround Sound pass through)MP2, MP3, ACC, AC-3 (5:1 Surround Sound pass through)

Streaming Protocols UTStarcom Streaming Protocol and RTSPUTStarcom Streaming Protocol and RTSP

LAN Protocols   Ethernet, IGMP Multicast, and secured software downloadEthernet, IGMP Multicast, and secured software download

Software Upgrade   Remote software download/upgradeRemote software download/upgrade

Browser    HTML and SSLHTML and SSL

Copy Protection   Macrovision Anti-tapping Rev 7.01Macrovision Anti-tapping Rev 7.01

User Interface   Advanced Electronic Programming Guide (EPG) with built in Customer Self-care System (CSS)Advanced Electronic Programming Guide (EPG) with built in Customer Self-care System (CSS)

Language    English, Chinese

HARDWARE

Physical             Power Supply
Dimensions (mm): 200W x 150D x 45H        AC Power Adapter: Universal 100V-240V AC, 50-60 Hz
Weight: 2.0Kg            DC Input: 5V, 1.6A
              Maximum Power Consumption: 15W
Processor/Memory
CPU: Very Long Instruction Word Media Processor (300MHz)CPU: Very Long Instruction Word Media Processor (300MHz)  Regulatory
Main Memory: PC 133MHz 64MB SDRAM        UL, FCC Part 15, CE Mark
Flash/ROM: 2~8MB

Operating Requirements
Temperature: 0°C ~ 40°C
Humidity: 5% ~ 95%

FRONT INTERFACES     REAR INTERFACES

Power switch ON/OFF     Video Inputs/Outputs
Control Buttons: UP/DOWN, SELECT/MENUControl Buttons: UP/DOWN, SELECT/MENU   1 RCA video input/output NTSC/PAL
Remote Control Infrared Receiver    1 S-Video output
LED: Power, Link and Status Indicators    1 DB 15 analog RGB (VGA) output
       
       Audio Inputs/Outputs
       RCA analog stereo inputs (L/R)
       1 digital audio SPDIF

       Video Input/Outputs (optional)
       1 RCA NTSC/PAL
       1 S-Video input

       Network Interfaces
       1 Standard RJ-45 Fast Ethernet

       Accessories
       Infrared remote control (Included)


